
Key Features

>	�Stackable

>	�Internal lashing rings/D-rings

>	�ISO corners

>	�ISO standard size footprint

>	�Swinging door available

>	�Removable sidewall on some models

>	�Recessed heavy duty  
lashing points in the floor

HALF HEIGHT BASKET

All of our equipment is certified to DNV 2.7-1 / EN 12079/MSC IMO CIRC 860 standards.

Gauthiers’ - A Modex Company offers sale 
and rental of offshore containers, baskets 
and support equipment for domestic and 
international oil and gas industry customers. 

GAUTHIERS’
4100 NE Evangeline Thwy. 

 Carencro 
 LA 70520

T: +1 337-235-8548 
ussales@modexenergy.com
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H1002 10 ft Half Height Basket 9’10” 8’ 4’ 3 638 18 408 22 046

H1003 10 ft Half Height Basket Galvanized 9’10” 8’ 4’ 3 638 18 408 22 046

H1502 15 ft Half Height Basket 15’ 8’ 4’9” 7 055 23 370 30 425

H1503 15 ft Half Height Basket Galvanized 15’ 8’ 4’9” 7 055 23 370 30 425

H2002 20 ft Half Height Basket 20’ 8’ 4’9” 7 937 22 486 30 423

H2003 20 ft Half Height Basket Galvanized 20’ 8’ 4’9” 8 377 22 046 30 423

H2501 25 ft Half Height Basket Galvanized 25’ 8’ 5’ 11 465 32 535 44 000

H3002 30 ft Half Height Basket Galvanized 30’2” 8’ 5’ 13 668 30 424 44 092

HALF HEIGHT BASKET

Dimensions and weights may vary as a result of continous development of our products


